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RAYSTECH

Mechanical Specifications Technical drawing
| Dimensi 2382 x 1134 x 30 T nl
External Dimension X X mm L L
Weight 33.7kg mmm WW
Solar Cells TOPCon 182 x 105mm (132 pcs) WWW %W ;
Front / Back Glass 2.0mm AR coating semi-tempered glass, low iron WWW WW i
Grounding h B (Nextracker) x4
Frame Anodized aluminium alloy mmm mm zal »
Junction Box IP68, 3 diodes g WWW W% —p éé g Tt i i
Output Cables 4.0mm2, 250mm(+)/350mm(-) or Customized Length WWW W%
WWW W% [1100+2( Nextracker)|
Packing Configuration L0 AL
9w R HLER .
Container 20'GP 40'HQ e |
L -
Pieces per Pallet 36 36 A
Pallets per Container 4 20 ‘ s
Pieces per Container 144 720 ‘

|

Electrical Characteristics

Section A-A Section B-B
10:1 0.1

Module Type RT-605-BTC-BG RT-610-BTC-BG RT-615-BTC-BG | RT-620-BTC-BG | RT-625-BTC-BG | RT-630-BTC-BG

Front = Front Front Front Front = Front Front = Front Front = Front Front = Front

STC BNPI STC BNPI STC BNPI STC BNPI STC BNPI STC BNPI
Maximum Power -R,,(W) 605 670 610 676 615 681 620 687 625 693 630 698
Open Circuit Voltage -Vec(V) 48.72 4880 4892 49.00 @ 4912 @ 4920 @ 49.32 | 49.40 | 4952 4960 49.72 @ 49.80
Short Circuit Current -I..(A) 15.82  17.53 | 1587 | 17.58 156.92 | 17.64 | 1597  17.69 16.02 | 17.75 | 16.07 17.81
Moximum Power Voltage -V, (V) 40.51 = 40.59 @ 40.71 @ 40.79 4091  40.99 41m 41.19 41.31 | 41.39 | 41.51 41.59
Maximum Power Current -|,,,(A) 1494 16.51 14.99 | 16.57 15.04  16.62 | 15.09 @ 16.68 1514 1673 1519 16.78
Module Efficiency STC-n, (%) 22.40 22.58 22.77 22.95 23.14 23.32
Power Tolerance (W) (0, +4.99)

STC: Irradiance 1000 W/m? module temperature 25°C AM=1.5 Power measurement tolerance: +/-3%;Voltage measurement tolerance: +/-3%;Current measurement tolerance: +/-4%
BNPI: front 1000 W/m? rear 135 W/m? Power measurement tolerance: +/-3%;Voltage measurement tolerance: +/-3%;Current measurement tolerance: +/-4%

Rear Side Power Gain(RT-610-BTC-BG) -V Curve
Power Gain 10% 15% 20% 25% 30% o200 ‘
Maximum Power -P,, (W) 671 702 732 763 793 ]
Open Circuit Voltage Vec (V) 48.92 48.92 48.92 48.92 48.92 [SP— 1
Short Circuit Current -l (A) 17.46 1825 | 19.04 19.84 20.63 |
Maximum Power Voltage Vs (V) 40,71 4071 4071 4071 40.71 E— ]
Maximum Power Current -Imp(A) 16.49 17.24 17.99 18.74 19.49 Incidentrad. = 400 Wi

Temperature Ratings T iz ]
Pmax Temperature Coefficient -0.29 %/°C ‘ ‘ ‘ \ ‘
Voc Temperature Coefficient -0.25 %/°C ’ ? “ o “ ’ "
Isc Temperature Coefficient +0.046 %/°C

Application Conditions |
Maximum System Voltage 1500V DC T ]
Maximum Series Fuse Rating 30 A f: T )
Operating Temperature -40~+85 °C T e = 000 Wi ]
Nominal Operating Cell Temperature 45+ °C T — EEFE:: %EE 1
Bifaciality 80%+5% I |
Mechanical Load Front side 5400 Pa / Back side 2400 Pa ‘ ‘ ‘ ‘ ‘

5 m 20 - m 50 )
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